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MTC-102HQ, MTC-102SHQ

MTC-102HQ 
◆1/3" Super Hi-Res. Bullet Spy Camera

◆SONY Exview HAD CCD

◆SONY HQ1

◆540TVL/ 0.45Lux@F2.0

MTC-102SHQ 

MTC-102HQ MTC-102SHQ 

◆1/3" Super Hi-Res. Bullet Spy Camera

◆SONY SUPER HAD CCD

◆SONY HQ1

◆540TVL/ 0.8Lux@F2.0
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Tol:±0.5 Unit:mm

SPECIFICATIONS

FEATURES

SHANY CCTV SYSTEM

Products List > D Series > Special Camera > HQ1 Bullet Spy Camera > MTC-102HQ, MTC-102SHQ

D-18

D

TV System

Image Sensor

DSP

Number of Total Pixels

Synchronizing System

Resolution

Minimum Illumination

S/N Ratio

Gamma Characteristics

Video Output

A.E.S.

Automatic Gain Control

Back Light Compensation

Power Supply

Power Consumption

Operation Temperature

Storage Temperature

Storage Humidity

Dimensions

Weight

NTSC

Lens/Angle of view(Horizontal)

ON

ON

1.2W

12Vdc

50dB

0.45

1/3" SONY Exview HAD CCD

MTC-102HQ MTC-102SHQ

PAL

0.8 Lux@F2.00.45 Lux@F2.0

Internal

AES ON: 1/50(60) Sec. ~1/100,000 Sec.

540 TVL

1.0Vp-p Composite / 75

Standard:f3.7mm / F2.0;  Option:f4.3mm / F2.0

200g

72.5(L) X 23(   ) mm

795(H) X 596(V) 811(H) X 508(V)

NTSCPAL

795(H) X 596(V) 811(H) X 508(V)

Maximum: RH90%

SONY HQ1

1/3" SONY SUPER HAD CCD
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HQ1 Bullet Spy Camera

DC Jack 12Vdc

Video Out

0.8 Lux0.8 Lux

Min.Min.

IlluminationIllumination

Min.

Illumination
540 TVL540 TVL
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HQ1HQ1
SONY
HQ1

0.45 Lux0.45 Lux

Min.Min.

IlluminationIllumination

Min.

Illumination
540 TVL540 TVL
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HQ1HQ1
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